
INSPIRED BY QUALITY

Premium Innovation Products



Novy, inspired by quality

Now, more than ever, the kitchen is a living space. It’s a pleasant, central place in the home 

where sociable moments are savoured. The right kitchen ventilation solution plays a crucial 

role. Novy has its own philosophy about meeting the needs of the contemporary kitchen. 

The central guiding principle is the quest for the highest level of quality. Whether that’s in 

design, ease of use, durability or silence: every element is studied down to the finest detail.

Every day we passionately seek out creative solutions and new technologies which can 

help turn your kitchen into a living space that is pleasant and cosy to be in, free from any 

distracting elements.
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Novy Premium Innovation Products

Today, our research has brought us to a new generation 

of products. They set the tone for the future in terms of 

discretion, simplicity and ease of use, but also in terms 

of technological developments and, of course, silence. 

Because of their innovative and progressive nature, they 

form the Novy Premium Innovation Products range. In 

this brochure, you’ll discover the first three: One, Mood 

and Cloud.

You will also find full information about these products on www.novy.com

Novy Premium Innovation Partners

To support these products, Novy has chosen to work with carefully 

selected partners. They receive extensive training and can offer you 

the necessary expertise and advice to help you to make the right 

choices. So Novy and its Premium Innovation Partners guarantee 

you the maximum comfort in your dream kitchen.
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The basic features of a Novy cooker hood

As well as responding to new developments, the latest technologies and current fashions, Premium Innovation Products 

continue to meet the fundamental values which Novy subscribes to as a specialist in kitchen ventilation.

Silent power in the kitchen
Enjoying a beautiful piece of music or a fascinating 

conversation is only possible if the cooker hood is 

extremely quiet. And because Novy sets such store by 

quality, silence has been very important from day one. 

The soundproofing system which makes Novy cooker 

hoods so special is constantly being reviewed and 

improved.

Efficient odour, vapour and grease removal
A cooker hood’s main task is still removing vapours, 

odours and grease. Novy always uses perimeter 

extraction to achieve the best results. Only by doing so, 

we can guarantee a level of efficiency of up to 90%.
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Powerful with recirculation too 
Energy-efficient homes require an appropriate cooker 

hood. Recirculation certainly offers a solution. Using this 

technology, no hot air is discharged outside the house, 

thus saving you energy. The Novy monoblock odour filter 

has a unique structure which provides an extraordinarily 

high degree of cooking odour absorption.

Smart functions
Ease of use is a Novy byword, so we have added several 

features to make our products even easier to use:

-  InTouch: the cooker hood’s operation is integrated into 

the hob.

-  Auto-Stop: the cooker hood switches off automatically 

after 3 hours of operation.

-  Cleaning indicator for the grease and recirculation filter.
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One.
Cooker hood and hob in one.

With One, Novy has raised its standards in the field of smart solutions for kitchen ventilation. 

One is a cooker hood and hob in one. An object which gives architectural plans lots of 

freedom in the kitchen.

The cooker hood and hob are combined in an exceptionally attractive unit. Exceptional 

because of its powerful operation, attractive because of its stylish and discreet design.

Thanks to One, you can transform your kitchen into an atmospheric living space where you 

can enjoy good company and good food.

www.novyone.com
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One. Kitchen ventilation 

Discreet, quiet and efficient
Thanks to its specially selected motor, its integrated sound insulation system and its smart construction, Novy can 

guarantee unprecedented performance. So you can enjoy some music while you cook, while One swiftly and efficiently 

removes cooking vapours.

The space you had always imagined it to be
This technological marvel not only delivers high performance, it is also surprising thanks to its ingenious concept and 

design. One’s aspiration tower is at the centre of the action, this allows all the vapours and odours to be removed quickly 

and powerfully. When not in use, it disappears almost invisibly into the hob. So One blends perfectly into its surroundings.
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One. Hob

Form and function combined
Just like the aspiration tower, extra attention has been lavished on the hob’s discreet and stylish design. Through the 

combination of opaque black glass and few controls on the surface, it can be integrated perfectly into the work surface. 

Only when you turn the hob on it comes to life, thanks to automatic pan detection.

Intelligent power distribution
One is equipped with the latest induction technology, which is already familiar to Novy. Four octagonal cooking zones 

with power up to 3,700 W provide you with exceptional cooking flexibility. Thanks to the central location of the aspiration 

tower and the automatic bridge function, you get two extra high performance cooking zones. Ideal for grilling for example.

The tower attracts the vapours inside and they 
flow smoothly down the appliance.
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One. Installation

Flexibility bonus
Thanks to One’s shallow recess depth of just 17.9 cm (without glass), maximum space in the cupboards below is gua-

ranteed. With the exhaust option, you can choose where it exits: immediately behind at the same level as One, via the 

floor, or below the cabinet. If you choose the recirculation option, no hot air is discharged outside and you save energy. 

We recommend using a plinth filter box with an integrated monoblock filter which absorbs all the odours and vapours and 

feeds clean air back into the kitchen.

Integration into the work surface 
One can be completely recessed flush with the work surface or top mounted on the work surface.

Flush mount Top mount

Exhaust Recirculation

18,3 cm
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One. Technical specifications

Opbouw

Vlakbouw

Opbouw

Vlakbouw

Surface mount

Flush mount

E F K S R S T X

Flush mount 750 490 4 6 - - - 55

Surface mount 750 490 4 6 8 784 524 55

Opbouw

Vlakbouw

Opbouw

Vlakbouw

Opbouw

Vlakbouw

1811 - One

Dimensions (mm)

Dimensions (WxDxH) (mm) 780 x 520 x 179

Recess size for flush or surface mount (WxD)(mm) 750 x 490

Dimensions of recessed edge for flush mount (WxDxH) (mm) 784 x 524 x 6

HOB

Cooking zones

Number of octagonal cooking zones (induction 220 x 180 mm) 4

Power per zone (min. - max. / super power) (W) 111 - 2100/3700

Functions

Control Slider control with white leds

Number of positions 9 + Power + Super Power

Timer function for each zone •

Independent cooking alarm •

Stop&Go •

Keep warm function (42, 70 and 94 °C)

Automatic bridge function (2x)

Residual heat indicator •

Auto heat-up •

Child lock •

Pan detection •

Boil over protection •

Safety switch-off •

Grill function (only in combination with griddle) •

KITCHEN VENTILATION

Functions

Control Touch control

Number of speeds Continuously variable 

Shut-off delay (minutes) 10-30

Cleaning indicator for grease filter •

Cleaning, replacement indicator for recirculation filter •

Adjustable extraction for one or both sides •

Two-level operation •

3-way reservoir •

Airflow and noise level

Airflow (m³/h) (EN 61591):

- Minimum 210

- Maximum 640

Pressure (Pa) at highest setting (EN 61591) 600

Noise level (dB(A) re 1 pW)/ (dB(A) re 20μPa)(EN 60704-2-13):

- Minimum 40/27

- Maximum 70/57

Technical features

Total maximum power 7,560 W

Mains power 230 V or 400 V + N 

Electricity consumption in standby mode Ps <0.5 W

Exhaust outlet (LxB) (mm) 89 x 222

Exhaust position behind / below

Equipment and accessories

Recirculation kit

- Built-in recirculation box with Monoblock (RVS)(98x818x290mm) 7910.400

- Built-in recirculation box with Monoblock (RVS)(140x820x292mm) 7900.400

Grease filter (replacement set) (x2) 1811.026

Griddle 1700.091

Recirculation installation kit (for a minimum cabinet depth of 60cm) 1811.802

Hob side profiles 1700.092
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Mood.
Aspirational design combined with recirculation.

Design and atmosphere are Mood’s two basic elements. Refined design combined 

with adjustable mood lighting always ensure the right ‘mood’ in your kitchen.
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Mood. Technology

Silent power in your kitchen
On the inside, two extremely flat, energy-efficient motors 

provide efficient and powerful operation. Their ‘silent body’ 

ensures that you can still enjoy a pleasant conversation in 

a quiet kitchen.

Intelligent lighting
Thanks to its extensive lighting function, you can adjust 

the lighting to your preference before, during and after 

cooking. The energy-efficient ledstrips can change from 

warm to cold tones, and from intense to softer light. The 

soft on/off control allows the lights to be switched on or 

off gradually.
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Efficient absorption of grease and odours in a 
compact design 
All odours are absorbed through the overhead monoblock 

filters on top of the cooker hood and purified air is fed back 

into the kitchen. Thanks to recirculation technology, no hot air 

is discharged outside, thus saving energy. There are grease 

filters on both sides of the cooker hood to capture any grease 

particles.

EcoSmart
Mood is part of the Novy EcoSmart range and has everything 

a sustainable and energy-efficient cooker hood needs: a green 

heart and efficient, energy-saving technology.
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Simple installation
Mood is very easy to install and is height-adjustable thanks to a handy suspension system. There is no need to cut into 

the ceiling for the cooker hood to be able to do its job. An electric power source is all that is necessary for the hood to 

work. Make sure that the ceiling has sufficient load-bearing capacity. 

Greater planning freedom
The absence of an exhaust immediately allows more possibilities in designing the ideal kitchen arrangement. Mood’s 

suspension system is almost invisible and doesn’t inhibit the feeling of space in your kitchen. A strikingly discreet cooker 

hood which allows your kitchen to come into its own.

Mood. Installation
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Mood. Technical specifications
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7550 - Mood

General information

Integrated motor •

Cooking mode lighting (adjustable colour and light intensity and soft on/off) • led (2,700 - 5,000K)

Atmosphere mode lighting (adjustable colour and light intensity and soft on/off) • led (2,700 - 5,000K)

With silencer •

Recirculation • (Monoblock)

Dimensions (mm)

Dimensions (WxD) (mm) 1080 x 246

Height of the hood (Min H – Max H)(mm) 370

Recommended distance between worktop and cooker hood with an 
electric or ceramic hob (Min H – Max H)(mm) 

600 - 850

Recommended distance between worktop and cooker hood with a gas 
or induction hob (Min H – Max H)(mm)

650 - 850

Functions

Control Remote control

Number of speeds 4

Shut-off delay (minutes) 30

InTouch function for hobs •

Auto-Stop •

Cleaning indicator for grease filter •

Cleaning indicator for recirculation filter •

Airflow and noise level

Airflow (m³/h) (EN 61591)*:

- Setting 1 235

- Setting 2 369

- Setting 3 445

- Setting 4 571

Pressure (Pa) at highest setting (EN 61591)* 380

Noise level (dB(A) re 1 pW)/ (dB(A) re 20μPa)(EN 60704-2-13)*:

- Setting 1 48 / 36

- Setting 2 54 / 44

- Setting 3 59 / 48

- Setting 4 63 / 52

Technical features

Number of metal grease filters 4

Electrical load 200 W

Electricity consumption in off mode P0 -

Electricity consumption in standby mode Ps 0.6 W

Exhaust position above

Cooker hood weight (kg) 32

Equipment and accessories

Longer suspension cable kit (4x3.5m) 7550.100

Grease filter (replacement set) (x4) 7550.030

Monoblock filter (replacement set) 7550.400

DRILLING TEMPLATE LEFT DRILLING TEMPLATE RIGHT

zone electrical 
connection 
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Cloud.
Discreet lines with optimum functionality.

With Cloud in your kitchen, you can create an open space without any distracting 

elements. The refined lines and compact design not only provide a pure form, they also 

guarantee optimum efficiency.
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Lines which stimulate performance
Together with its flowing lines, the cleverly desig-

ned interior of Cloud ensures the cooker hood’s 

airflow and maximum capture of cooking vapours. 

In addition, the two motors are discreetly housed 

in a ‘silent body’, creating an appealing atmosp-

here in the kitchen.

Recirculation in an aerodynamic shape
The grease filters’ aerodynamic shape with inte-

grated monoblock filters provide extremely po-

werful capture of odours and grease. Once puri-

fied, the air is fed back into the kitchen.

Cloud. Technology
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Intelligent lighting
A subtle ledstrip around the entire edge of the cooker 

hood ensures perfect light distribution over the cooking 

surface. The light intensity and colour warmth can be 

adjusted to provide the perfect amount of light and at-

mosphere before, during and after cooking.

EcoSmart
Cloud has everything it needs to provide an energy-effi-

cient and sustainable ventilation solution. The ceiling unit 

is part of the Novy EcoSmart range.
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Simple installation
This ceiling unit, which is supplied with recirculation as 

standard, simply needs to be screwed to the ceiling and 

makes a cut-out into the ceiling unnecessary. A cooker 

hood has never been this easy to install. You do need to 

ensure that your ceiling has sufficient load-bearing ca-

pacity.

Greater planning freedom
Cloud can be fitted anywhere on the ceiling as long as there is a power source. There is no need for a false ceiling, 

which allows your kitchen to have a roomier feel. The only stipulation is that a minimum distance from the wall must 

be observed. If your cooker hood is installed less than 0.5m from the wall (A), we recommend that you fit the supplied 

deflector behind the grille to reverse the airflow to the front of the hood. This avoids added turbulence. The distance to 

the wall (B) must be at least 1m (see technical drawing page 23).

Cloud. Installation
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Cloud. Technical specifications

If the distance A is less than 0.5m, the distance B 
must be at least 1.0m and the deflector should be used.

230 - Cloud

General information

Integrated motor •

Cooking mode lighting (adjustable colour and light intensity and soft on/off) • led (2,400 - 4,000K)

Atmosphere mode lighting (adjustable colour and light intensity and soft on/off) • led (2,400 - 4,000K)

With silencer •

Recirculation • (Monoblock)

Dimensions (mm)

Dimensions (WxDxH) (mm) 1100 x 600 x 174

Recommended distance between worktop and cooker hood with an 
electric or ceramic hob (Min H – Max H)(mm) 

600 - 1600

Recommended distance between worktop and cooker hood with a gas 
or induction hob (Min H – Max H)(mm)

650 - 1600

Functions

Control Remote control

Number of speeds 4

Shut-off delay (minutes) 10

InTouch function for hobs •

Auto-Stop •

Cleaning indicator for grease filter •

Cleaning indicator for recirculation filter •

Airflow and noise level

Airflow (m³/h) (EN 61591)*:

- Setting 1 257

- Setting 2 401

- Setting 3 487

- Setting 4 608

Pressure (Pa) at highest setting (EN 61591)* 323

Noise level (dB(A) re 1 pW)/ (dB(A) re 20μPa)(EN 60704-2-13)*:

- Setting 1 47/36

- Setting 2 55/44

- Setting 3 59/48

- Setting 4 64/53

Technical features

Number of metal grease filters 2

Electrical load (W) 191

Electricity consumption in off mode P0 (W) -

Electricity consumption in standby mode Ps (W) 0.6

Exhaust position left- and right-hand side

Cooker hood weight (kg) 35.5

Equipment and accessories

Grease filter (replacement set) (x2) 230.020

Recirculation filter (replacement set) 230.060

front side
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www.novy.com

Novy nv
Noordlaan 6
8520 Kuurne
056 36 51 00

Follow us on:

* Noise level measure in compliance with the EN 60704-2-13 standard, airflow in compliance with EN 61591.

The content of this brochure, including brands, logos, illustrations, data, product or company names, copy, images, photos, software and the like are protected by 
intellectual law and belong to Novy or third parties.


